
 

XMEye Hybrid Analog-HD
Digital Video Recorder

 

 

 
 
 

 16‐Channels Video Input 
 Support AHD‐M series front‐end real‐
time encoding and decoding 

 Support VGA, HDMI 1080P full HD 
output 

 Support XM P2P Cloud technology 
easy remote monitoring setup 

 Support various mobile OS  (IOS, 
Windows Mobile, BlackBerry, 
Symbian, Android) 

 Support various computer web 
browsers (IE,Chrome,Firefox,Safari) 

 Perfect protection circuit, unique 
triple watchdog function 

 Ready Web, CMS  software 
 

  

XMEye 
View from anywhere 

 

Model:  ADVR‐9116LM 
System Processor  Hi3531 
Video  Video 

Compression 
H.264 High Profile 

Encode  16*720P 
Decode 16*720P
Multi‐Mode 
Input 

 

Audio Compression 
Format 

G.711A 

Recording 
and 
Playback 

Record Mode  Manual/Motion 
Detection/Schedule 

Playback 
Channels 

16*720P@25fps 

Storage 
and 
Backup 

Space 
Calculation 

‐ 

Backup 
Mode 

USB Drive, Network File 
Download 

Interface  Video 
Input/Output

Input: 16 x BNC 
Output:  VGA and HDMI 

Audio 
Input/Output

4/1 

Alarm 
Input/Output

1 

Network 
Interface 

RJ45 10M/100M Adaptive 
Ethernet Port 

PTZ Control  RS485, with multiple PTZ 
protocol 

USB Port  2 

  Hard Disk 
Slot 

2 x SATA 
(max. 8TB) 

DDNS  Free DDNS 
Power  12VDC/3A 
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